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CD-1S

NOTES:
1. This product, also named Low Voltage Distribution Pedestal (LVDP) is made to be used with the Subbase SC-2S from MCM;
2. The installation of the CD-1S enclosure is described in Hydro-Quebec Standards B.41.21, 102-4201-01 et 102-4205-01;
3. In Quebec, the CD-1S enclosure may be supplied by Hydro-Quebec ; the Subbase SC-2S is to be supplied by the contractor*;
4. Note that for more information on the Subbase SC-2S, please refer to the specific spec sheet;
5. The CD-1S comes with a baked super durable powder finish standard colour Green Distribution HQ, code VHQ1-TX;
6. For any other colour of finish, additional charges may apply. Please communicate with MCM for more details;
7. This product can be ordered for various applications (without the Hydro-Quebec logo). Contact MCM for details.

* See the list of MCM Products Authorized Distributors at: https://www.mcmintegration.com/en/contact

Presentation

https://www.mcmintegration.com/en/contact/
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Characteristics of assembled unit once mounted on its base

NOTES
1. This product, also named Low Voltage Distribution Pedestal (LVDP) is made to be used with the base SC-2S from MCM;
2. The installation of the CD-1S enclosure is described in Hydro-Quebec Standards B.41.21, 102-4201-01 et 102-4205-01;
3. In Quebec, the CD-1S enclosure is supplied by Hydro-Quebec, but the base SC-2S is available at MCM*

Base SC-2S*

CD-1S

* Se référer à la fiche technique du Socle SC-2S 

Grade*

Short*

Long*

Product specifications

Characteristics of assembled unit (with short base)

Enclosure                      Base                                     Remarks

Height : 975 mm (39’’) 775 mm (30’’) Total height: 1673 mm

Weight : 32,28 kg (70 lb) 50,70 kg (112 lb) -

Material : Alum. 3 mm (1/8’’) - Measures refer to thickness

Finish : Green H-Q standard - Zinc primer and baked powder

Characteristics of assembled unit (with long base)

Enclosure                      Base                                     Remarks

Height : 975 mm (39’’) 1350 mm (53’’) Total height : 2248 mm

Weight : 32,28 kg (70 lb) 72,54 kg (160 lb) -

Material : - Steel 6/12 mm (1/4 -1/2’’) Measures refer to thickness

Finish : - Grey Zinc primer

Removable Doors
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NOTE: Grounding bar and patent stickers are not shown here

Summary of components

Items Description Qty Part number
1 Body of enclosure 1 P-CHQB-002-P1
2 Removable door 2 P-CHQB-002-P2
3 Lateral mounting plate 2 P-CHQB-004-A
4 Bumpers (Assembled halves) 2 P-1058-B

5 Modern bolt cover (optional) (not shown here) 1

6 4-way copper grounding bar 1 BMCM-Q-7001- 4V

7 (Optional) 8-way copper neutral bar 1 BMCM-Q-7002-8V

8 Neutral bar removable support 1 P-CHQB-005-A

9 Support for the top 2 P-CHQB-012-A

10 Top of enclosure 1 P-CHQB-001-A

11 Hinge holder 2 P-CHQB-009-A

12 Short and long pivot for doors 4 P-CHQB-010-A

13 Half mounting collar 2 P-CHQB-015-A

15 Optional sticker HQ (logo) 2 Supplied by HQ

16 Optional sticker HQ (notice) 2 Supplied by HQ

17 Wire connecting neutral and grounding bars 1 Wire CU nu.4 AWG

Q1 Button Head Hex Drive Screws 1/4-20 x 5/8’’ SS 4 Typical
Q2 Cup-Point Set Screws 5/8-11 x 5/8 SS 10
Q3 Square-Neck Carriage Bolt 1/4-20 x 1 SS 4

Q4 Hex nut ¼-20 SS 4 Typical

Q5 Special pressure lock with tubular key 4 MCM-1005
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Unpainted partsQ3

1211

9

3

13

Q5

Components (cont’d)
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16

15
When product is
supplied by Hydro-Quebec

When product is used
for power connections
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Optional Decorative Cap

- Must be ordered with the CD-1S cabinet;
- Available with internal LED (plastic lens) c/w
photocell and fuse (for 120V, 15A connection); 

- Color to match cabinet;
- Can be ordered with or without internal light;
- Contact MCM for more details.

CAT nos: 

/ CD : Cap with NO interrnal light;
/ CDL1 : Cap with internal light as described.

NOTE : For a specific project, when the cabinet 
is supplied by Hydro-Quebec, communicate
with MCM to see if this option is available.
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Items Description OK 
(Internal)

Code  MCM = VHQ-01-TX

Thickness of paint:    1.        2.        3.        4.       5.        Average of 5 measures: 0,005 to 0,007 in. =

Removable doors (2) : Adjusted

Locks (4) : Adjusted

Sticker 1 : Grounding bar

Sticker 2 : Patents

Connection between main grounding bar and neutral bar : Bare Copper Wire # 4 AWG

Hardware : 4 -1 in. 5/16-18 s/s bolts c/w brass nuts (in a bag)

MCM™ WARRANTY
   
THIS WARRANTY COVERS ANY DEFECT IN MATERIAL OR WORKMANSHIP FOR A 
PERIOD OF TWO (2) YEARS, AND FOR A PERIOD OF FIVE (5) YEARS THE 
FUNCTIONALITY OF THE PARTS AND QUALITY OF THE FINISH FOR SURFACES 
TREATED WITH SUPER DURABLE POLYESTER POWDER COATING. (EXACT 
TERMS OF THIS WARRANTY AVAILABLE UPON REQUEST.)


