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Specifications of full-length version (standard)

Specifications of short version (without extensions)

NOTES
1. This product is made to be used with the enclosure CD-1S (LVDP), also made by MCM;
2. The installation of the SC-2S base is described in Hydro-Quebec Standards B.41.21, 102-4201-01 et 102-4205-01;
3. The CT2S option (temporary cover) is required when this product is sold separately from the CD-1S enclosure.

Product specifications

Base Remarks

Height : 775 mm (30’’) Height excluding flag installed

Weight : 50,70 kg (112 lb)

Material : Steel 6/12 mm (1/4 -1/2’’) Measures refer to thickness

Finish : Grey Zinc primer

Base Remarks

Height : 1350 mm (53’’) Height excluding flag installed

Weight : 72,54 kg (160 lb)

Material : Steel 6/12 mm (1/4 -1/2’’) Measures refer to thickness

Finish : Grey Zinc primer

Dia. 432 mm (17’’)
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Items Description Qty Part ID / Material

1 Patents sticker 1 MCM-7013

2 Grade level stickers (grass or other) 2 MCM-7011

3 Flag raising instruction sticker (see item 10) 1 MCM-7014

4 Legs of subbase 4 P-17-001

5 1/4 of top ring 4 P-17-002

6 Base of the subbase 1 P-17-003

7 Extension of leg 4 P-17-004

8 Temporary cover with fasteners (optional) 1 P-17-CTSHQB-001-C and 002-A

9 Lock (tamperproof system) (optional) 4 S/S bolt 1/2-13 pentagonal head

10 Flag (see instructions on item 3) (optional) 1 To be assembled on item 9

Q1 Lock washer 3/8" 16 Hot galvanised

Q2 Nut 3/8-16 24 Hot galvanised

Q3 Hex head bolt 3/8-16 X 2" 4 Hot galvanised

Q4 Hex head bolt 3/8-16 X 1"1/2 16 Hot galvanised

Q5 Pem stud 1/4-20 with lock washer and nut 8 Stainless steel

Summary of components
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8

Drilling for blot1/2-13
For item 9 : Lock

NOTES
This option (CTS2) is recommended when the subbase
SC-2S is shipped separately from the CD-1S enclosure.

Temporary cover / Flag 
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(or equiv.)
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Items Description OK 
(Internal)

Thickness of paint:    1.        2.        3.        4.       5.        Average of 5 measures: 0,002 à 0,003 in.

Adjustment of quarters: Acceptable

Flag and temporary cover (1): Assembled

Sticker Finish grade level (2): Both sides

Sticker  Patents: Inside

Middle cross with threaded rods: Assembled

External diameter of top (under the cover): 342 mm (17’’)

MCM™ WARRANTY
   
THE MCM SUBBASES HAVE A TWO (2) YEARS WARRANTY ON ANY DEFECT IN MATERIAL 
OR WORKMANSHIP, AND A TWENTY-FIVE (25) YEARS WARRANTY ON FUNCTIONALITY, 
WHEN THEY ARE INSTALLED AND USED AS RECOMMENDED. (EXACT TERMS OF 
WARRANTY AVAILABLE UPON REQUEST.) 


